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Note: This manual abbreviates product names as follows

Name used in this manual Official name

Windows 7 Microsoft® Windows® 7 Professional Operating System
Windows 8.1 Microsoft® Windows® 8.1 Pro Operating System
Windows 10 Microsoft® Windows® 10 Pro Operating System

Trademark Notices

e Microsoft and Windows are registered trademarks of the Microsoft Corporation in the US and
in other countries.

e Other company names and product names that appear within this manual are trademarks or

registered trademarks of their respective companies.

Notes on this Manual

e Copy or reproduction of all or any part of the contents of this manual without Konica Minolta’s
permission is strictly prohibited.

e The contents of this manual are subjects to change without prior notice

e Konica Minolta will not accept any responsibility for consequences arising from the use of the

software.
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Introduction
The FD-9 firmware update software is a tool for updating the firmware of the Konica Minolta Auto

Scan Spectrophotometer FD-9 (hereafter referred to as "instrument").

Please read this manual thoroughly and follow the stated procedure.

System Requirements
The FD-9 firmware update software requires the following environment.
(O8]
Windows 7 (x86) / Windows 8.1 (x86) / Windows 10 (x86)
Windows 7 (x64) / Windows 8.1 (x64) / Windows 10 (x64)
The computer must be equipped with a USB2.0-compliant USB port

Instruments for which firmware can be updated

Konica Minolta Auto Scan Spectrophotometer FD-9
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Updating the firmware
Perform the firmware update according to the procedure below.

Before performing the firmware update

IMPORTANT

Firmware update can be performed only on one instrument at a time via USB.

Before starting the firmware update procedure, unplug any and all USB devices other
than the keyboard and mouse. In addition, all other applications should be shut down.
Once the firmware update has started, do not perform any other operations on the PC

or plug in any other USB device, etc. until the update process has been completed.

Update procedure

1. Connect the instrument for which the firmware will be updated to the PC via USB.
[Note]
The device driver installation will be needed when the instrument is connected to PC

for the first time. Refer to “Installation of the device driver” for details regarding

installation of the device driver.

2. Start the firmware update software.
If the following dialog appears when the firmware update software is started, click the [Allow

access] button and proceed to the next step.

g Windows Security Alert “

@ Windows Firewall has blocked some features of this app

Windows Firewall has blocked some features of FirmwareUpdater for FD-2 on all public and
private networks.

D Mame: FirmwareUpdater for FD-9
Publisher: KONICA MIMOLTA, INC,
Path: C:¥fd9_updater_v. 1. 10.000 1e¥bin¥fd-

Sfirmwareupdater_v1.10.0001e.exe
Allow FirmwarelUpdater for FD-2 to communicate on these networks:
[«|Private networks, such as my home or work network:

Public networks, such as those in airports and coffee shops {not recommended
because these networks often have little or no security)

What are the risks of allowing an app through a firewall?

@gllow access Cancel
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3. When connection to the FD-9 has succeeded, the following dialog will appear.
The firmware version is displayed. If the firmware version to be updated is correct, perform
the next step. (Version numbers below are only examples; actual version numbers may be

different.)

| FirmwareUpdater ﬁ

The firmware of FD-9 will be updated.
Please confirm the update information and click the [Update] button.

Update Information

Firmware version after updating
Serial No. - 10000118
Firmware version : 1.00.0004 -= 1.[}[}.[}64}

/

Current firmware version

[ Update H Close ]

4. Click the [Update] button to perform the firmware update.
[Attention]
Once the firmware update has started, do not disconnect the instrument's USB cable

or turn the power off.

5. The firmware update will start. In total, the updater contains updates for four types of
firmware. Only the necessary updates will be executed. For each type of firmware updated,
the dialog below will be displayed until the firmware update is completed. Wait until the all

update processes have been completed.

| FirmwareUpdater I" — "J

Updating the firmware... 1/2

!-\ Don't disconnect the USB cable or turn off the power of the device.

[Note]
Updates of all firmware are normally completed in about several minutes, but

depending on the computer environment, it may take 10 minutes or longer.
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6. When all firmware updates have been completed, the dialog below will appear.

Click the [Close] button to exit the update software.

: e ee
| FirmwareUpdater ﬁ

Update Information

Serial No. : 10000118

The firmware update is completed. Version : 1.00.0010

7. Verify on the instrument that the firmware has been updated to the new version. The
firmware version of the instrument can be checked in the Settings screen. See Settings

Screen in the FD-9 Instruction Manual.

If the update process fails

If the firmware update process fails, the firmware update software will exit after showing an error
message instead of the dialog in step 5.

In addition, if the Version shown in the Settings screen is not a proper version number (for
example, if "0.00.0000" or "9.99.9999" is shown), then it is possible that the firmware update has
failed.

If this occurs, switch the instrument's power off for a few seconds and then switch it back on,
start the firmware update software again and try to perform the firmware update process again

according to  “Update procedure”.
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Installation of the device driver

When using Windows 7/8.1

1. Connect the instrument to a USB port of the PC and switch on the instrument.

2. Open Device Manager.

Windows 7: click on the Start menu, select "Control Panel”, and select "System" in the

Control Panel window. In the System window, select "Device Manager" from the menu
on the left side of the window.

Windows 8.1: right-click on the Windows mark in the lower left of the screen and select

"Device Manager" from the menu that appears.

In Device Manager, click on "Other Devices" to open the Other Devices list as shown below.

=4 Device Manager l =ANCE X

File  Action View Help
= Z B HE®E&S
4= FNR4103237A

:» % Batteries

> 1M Computer

:» - Disk drives
.. Al Display adapters
g IDE ATA/ATAPI controllers
» -2 Imaging devices
b-ED Keyboards
b ﬂ Mice and other pointing devices
b | Monitors
45 Network adapters
&F Intel(R) 82579V Gigabit Network Connection
Intel(R) Centrina(R) Wireless-M 2200
VMware Virtual Ethernet Adapter for VMnetl
-&F VMware Virtual Ethernet Adapter for VMnetd
|5 Other devices
i Ld|p USB_CDCO_0
- Y5 Ports (COM & LPT)
b n Processors
b -[4® Security Devices
;% Sound, video and game controllers
.Ml System devices

> - Universal Serial Bus controllers

4. Right-click on the "USB_CDC' that is marked with a "I" and select "Update Driver

Software ..." from the menu that appears. The dialog shown on the next page will appear.
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) [l Update Driver Software - USB_CDCO0_0

How do you want to search for driver software?

- Search automatically for updated driver software :

! Windows will search your computer and the Internet for the latest driver software
for your device, unless you've disabled this feature in your device installation :
settings.

N

Locate and install driver software manually.

Cancel

5. Click on "Browse my computer for driver software". The dialog shown below will appear.
[ e

@ [l Update Driver Software - USB_CDCO0_0

Browse for driver software on your computer

Search for driver software in this location:

C:A\FDI_Updaterdriver - Browse...

[¥]Include subfolders

= Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.

Mext ]l Cancel

6. Click on the [Browse] button and select the "driver" subfolder in the folder where the FD-9

firmware update software is located, and then click the [Next] button.
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7. If the following Windows Security dialog is shown, click the [Install] button.

Windows Security ﬁ

Would you like to install this device software?

Marme: KOMNICA MINOLTA, INC. Ports (COM & LPT)

- Publisher: KONICA MINOLTA, INC,

[ Always trust software from "KONICA MINOLTA, Install ] £ Dop't Install {
INC.".

';ij' You should only install driver software from publishers you trust. How can [ decide which
device software is safe to install?

8. Installation will start.
[Attention]
Installation may require several minutes. Do not switch off the instrument power or

disconnect the USB cable until installation has been completed.

9. When installation has been completed, the dialog shown below will appear. Click the [Close]
button to close the dialog.
I [

W) o Update Driver Software - Measuring Instruments (COM10)

Windows has successfully updated your driver software
Windows has finished installing the driver software for this device:

Measuring Instruments

S
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When using Windows 10

1. Connect the instrument to a USB port of the PC and switch on the instrument. The driver

software will be installed automatically.



	Introduction
	System Requirements
	Updating the firmware
	Update procedure
	If the update process fails

	Installation of the device driver
	When using Windows 7/8.1
	When using Windows 10


